
Colorbond® Monument®

ROOF MEMBRANE SATIN

Semi gloss finish

Perfect for metal or tile roofs

Available in Colorbond® or traditional roofing colours

ROOF MEMBRANE GLOSS

High gloss finish

Traditional roof tile restoration

AcraTex’s original Roof Membrane 

AVAILABLE IN SATIN OR GLOSS FINISH

As colour accuracy is limited by the printing process, your Dulux AcraTex Registered Roof Applicator can provide samples of your final selection in real colour to ensure your total satisfaction.

WHICH FINISH WHERE?

ENHANCED PROTECTION - ROOF MEMBRANE GLAZE COAT

Extend your roofs performance with an optional Roof Membrane Glaze Coat.  
Roof Membrane Glaze Coat is a premium system that delivers a high gloss finish,  

which resists further weathering. 

Applied over the top of the Roof Membrane colour coats, Roof Membrane Glaze provides  
a clear polymer coat that enhances and protects your roof. 

TILED ROOF METAL ROOF

The entire roof is inspected for damage and preparation 
requirements.

1. INSPECTION

THE FULL ROOF 
RESTORATION PROCESS

The Dulux AcraTex Roof Membrane coating system is a full restoration process installed by  
Dulux AcraTex Registered Roofing Applicators that gives customers a 10 year materials warranty.

The entire roof is inspected for damaged tiles, loose or 
missing bedding, moss and lichen. 

Damaged tiles and faulty valley irons are replaced where 
required.

1. INSPECTION REPAIR/REPLACE

The roof is high pressure washed with water directed 
away in an environmentally friendly manner using  
lay-flat hosing as required.

2. CLEAN

The roof is high pressure washed with water directed 
away in an environmentally friendly manner using  
lay-flat hosing as required.

3. CLEAN

Ridge capping is re-bedded, where required.

Ridge capping is then re-pointed with a flexible acrylic 
pointing mix.

3. RE-BED & RE-POINT

Fungal and algal spoilage must be treated before 
recoating.

AcraTex PrepTreat is applied after cleaning to sterilise 
the surface.

4. STERILISE

The entire roof area is sealed to ensure strong adhesion 
with the Roof Membrane coating. 

A range of specialty primers are designed to work in 
system to suit specific conditions.

5. PRIMER/SEALER

Specialist corrosion control primers are installed where 
required. System options for Galvanised, Zincalume® or 
precoated metal.

4. PRIMER

Two coat application of AcraTex Roof Membrane provides 
ultimate protection, durability and weatherproofing. 

Optional Roof Membrane Glaze Coat - 
available as a premium system upgrade, providing a 
high gloss polymer clear coat that further enhances and 
protects your roof.

6. ROOF MEMBRANE

5. ROOF MEMBRANE

Two coat application of AcraTex Roof Membrane provides 
ultimate protection, durability and weatherproofing. 

Optional Roof Membrane Glaze Coat - 
available as a premium system upgrade, providing a 
high gloss polymer clear coat that further enhances and 
protects your roof.

All rusted and damaged roof screws and fittings are 
replaced prior to the roof being coated with roof 
membrane.

2. REPLACE FIXINGS

To ensure that your roof remains in the best possible 
condition, some simple care and maintenance 
should be undertaken. 

Visit acratex.com.au to access the Care and 
Maintenance Guide for your roof. 

MAINTENANCE TIP


